
1 of 2

AVcamD-81M/61M Series

Professional Standalone DVR - Slim Design MPEG-4 Triplex DVR with Rich Features

Model No.:
　

81M 61M

Video

Camera Input 
(NTSC,PAL)

8 16

Output 2 BNC (1 BNC for Main Monitor, 1 BNC
for Co-Monitor), 1VGA (Optional)

Audio
Audio Input 4 RCA

Output 1 RCA

Sensor In (NO,NC) / 
Alarm Out

4/1

Operating System Embedded Linux OS

Display

Speed 240 fps 480 fps

Resolution 
(Pixel)

720 x 480 (NTSC), 720 x 576 (PAL)

Split Screen 1, 4, 6, 8, SEQ 1, 4, 8, 12, 16, SEQ

Mode Zoom (Digital x2), PIP, POP, Auto SEQ

Recording

Compression MPEG4

Resolution 
(Pixel)

720 x 240, 360 x 240 (NTSC) / 
720 x 288, 360 x 288 (PAL)

Picture Quality 5 Levels (Highest, High, Middle, Normal, Low)

Mode Normal, Motion, Alarm, Schedule

Priority
Alarm             Motion             Schedule            Normal

　 Total 60fps (720 x 240), 120fps (352 x 240) / 
50fps (704 x 288), 100fps (352 x 288)

Speed Each 
Channel

15fps (352 x 240)
7.5fps (704 x 240)

7.5fps (352 x 240)
3.75fps (704 x 240)

　 　 12.5fps (352 x 288)
6.25fps (704 x 288)

6.25fps (704 x 288)
3.125fps (704 x 288)

Pre-Alarm 3 Sec.

Water Marking
& Scrambling

128 bit key

Playback

Display 1, 4, 8 1, 4, 9, 16

Search Mode Date, Time, Event (Motion, Alarm), Camera

Zoom Digital x 2

Speed
Normal, REW & FF 

(Recorded Speed x 2, x 8, x 32, x 128)
Frame to Frame, Pause

Device Internal HDD / External HDD / External Device 
from IEEE 1394 Interface
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Network

Network 
Interface

Ethernet

Protocol TCP/IP, SMTP, HTTP, DHCP,PPPoE(ADSL)

Serial 
Communication

RS-485 1 EA

Application Windows 98/ME/2000/NT/XP (PC Client System)

Web Browser Internet Explorer 5.0 Higher 
(DVRs Control or Viewing)

Event 
Transport

When event occurs, set send AVI to E-mail

Backup
Interface USB 2.0

Backup Device External HDD / CD-RW / Network Backup / 
USB I/F Drive

Control

Motion 
Detection

Each Control / Channel

Sensitivity:  32 Levels for Each Channel

Area:  Programmable Motion Detection Area
(16 x 12) for Each Camera Individually

Alarm Hold Time 1 ~ 999 sec

Event Log
Up to the 1024 Events (Alarm, Motion, 

Video Loss, Power Loss, 
Power On/Off, Record On/Off)

Remote 
Controller

IR Remote Contol or IR Matrix 
(Max. 8 Device, Option)

Pan / 
Tilt Camera

Control From RS485 Interface
(Pelco-D & Pelco-P)

Others

Internal HDD Supports Max. x 2 SATA HDDs

External HDD Supports HDD Array by 1394 Interface

External 1394 
HDD (Optional)

Supports Max. x 63 HDDs

Auto Switching Switching Time:  1 ~ 999 sec

Power Source AC 110/220V, AC 115/230V

 


