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QH-2208A-SLMODEL

QH-D2208A-SL

OPERATION SYSTEM LINUX

CPU
MEMORY SPACE
FLASH MEMORY

HIGH SPEED 400MHz
3 GB
16 MB

VIDEO
VIDEO SYSTEM  /  INPUT
VIDEO OUTPUT  /  SPOT
LOOP OUT  /  VGA OUTPUT

NTSC/PAL SWITCH SELECTABLE  /   BNC * 8, 1.0Vp-p, 75 Ohm
2 CH BNC (1.0Vp-p, 75 Ohm), HD VGA OUTPUT  /  NO
8 CHANNELS  /  800x600, 1024x768, 1280x720, 1280x1024,
                               1360x768, 1440x900

MAIN
FEATURE

INPUT / OUTPUT / TALK BACK 8CH, RCA  /  1CH, RCA  /  YESAUDIO
CONTROL MOUSE / IR CONTROLLER 2 * USB 2.0 / YES

BUILD INTERFACE SATA 2.6 * 2(2*HDD 2TB), SD SLOT UP TO 32GB CARDSTORAGE

DISPLAY DIVISION / ZOOM 1, 4, 8, 9 / PREVIEW AND PLAYBACK ZOOM SUPPORT

COMPRESSION
RECORDING MODE
RESOLUTION

RECORD FRAME RATE

QUALITY  / WATER MARK
MOTION DETECTION

H.264 MAIN PROFILE
MANUAL/SCHEDULE/MOTION DETECTION/SENSOR
NTSC: 704*480, 704*240, 352*240
PAL: 704*576, 704*288, 352*288
NTSC: 120FPS@D1, 240FPS@HD1, 240FPS@CIF
PAL: 100FPS@D1, 200FPS@HD1, 200FPS@CIF
(2CH D1 + 6CH CIF)
WORST, WORSE, GENERAL, GOOD, BETTER, BEST  / YES
SENSITIVITY: MULTI LEVEL, 8 * 8 GRID

RECORDING

PLAYBACK
PLAYBACK FRAME RATE (PAL)
MULTI CHANNEL PLAYBACK
SPEED
SEARCH METHOD

120 (100)FPS@CIF; 8CH CIF
1/4/8/9
NORMAL / SLOW & FF (1/4, 1/3, 1/2, 1*, 2*, 3*, 4*
TIME, EVEN, CHANNELS AND CALENDAR

REMOTE SOFTWARE

REMOTE OPERATION
NETWORK SERVICE
GUI INTERFACE
PTZ PROTOCOL
WAN RJ45
3G DEVICE

3G EXTERNAL MODULE
WIFI EXTERNAL MODULE

REMOTE CLIENT, IE BROWER, MOBILE, CMS, FIREFOX, GOOGLE
CHROME, MAC SAFARI
REMOTE VIEW, REMOTE PLAYBACK, REMOTE SETUP
TCP/IP, UDP, HTTP, DDNS, SMTP (SSL), LAN, DHCP, PPPOE
SUPPORTED GUI 16 BIT TRUE COLOR
1 * RS485, SUPPORT 18 KINDS OF PROTOCOL
10/100 MBIT/seg
WIN MOBILE, SYMBIAN S60 3rd/5th, IPHONE, BLACKBERRY
OS5.0, ANDROID
YES, WITH USB 2.0 PORT, WCDMA SIGNAL
YES, WITH USB 2.0 PORT, 100 METER

COMMUNIC.

BACKUP
INTERNAL
EXTERNAL
NETWORK / FILE

SD CARD UP TO 32GB, CD-RW (INTERNAL BURNER) OPTIONAL 
2 * USB 2.0, REMOVABLE DVD-RW, USB DISK UP TO 32GB
YES / H.264 COMPRESSION / AVI

ALARM IN/OUT  /  RS-485
RS-232  /  DIMENSION
OPERATION °T  /  HUMIDITY
POWER CONSUMPTION

8CH/1CH  /  1
1  /  380 (W) * 368 (D) * 74 (H) mm
10° ~ 40° / 10% ~ 90%
DC 12V, 4A, 10 ~ 15W (EXCLUDE HDD)

MECHANICAL


